Uni Dry Verge Fixing Instructions

1. Extend the tiling battens 20mm beyond the gable wall or barge board and nail a Batten End Clip to the end of every batten.

1a. If a batten end clip is not being used we recommend that the batten is extended 30mm over the barge board or brickwork and 40mm (minimum) x 3.25mm ring shank nails are used to fix the verge units. Prior to fixing the batten ends must be in good condition with no signs of decay or splitting.

2. Fix the Eaves Closure to the end of the fascia board or brick work.

3. Fit the first verge section ensuring that it is located onto the eaves closer.

4. Nail in position, through the Batten End Clip into the batten.

5. As each successive verge tile is laid, slide on a Uni-Dry Verge Unit up to the tile toe, engaging with the Unit below, nail in position through the Batten End Clip into the batten.

6. Insert a Ridge Closure into the last Unit, interlocking the combs of each Uni-Dry Verge Unit at the apex.

7. Screw fix the Ridge End Cap to the ridge batten.

Retro Fit

If dry verge units are to be fitted to existing buildings all of the old undercloak and mortar bedding should be removed prior to fixing. A timber batten can then be installed running from the eave to ridge, this batten should protrude 30mm over the barge board or brick work/render for the units to fix into (as per step 1a).

Timber Frame

If verge units are to be fitted to timber frame buildings prior to the outer weather covering being applied care should be taken for them to be positioned correctly so when the outer skin of the building is installed the verge units fit correctly and are not in the way of the top of the covering and the gap between the verge unit and the outer skin is maintained. This product should not be installed prior to the outer covering being installed if the eaves closer can not be fixed.

Full fixing instructions are given with each Uni-Dry Verge Unit pack.
Klober Dry Verge Fixing is Quick and Easy

Pack contents:

**Dry Verge Unit:**
(Left hand or right hand) 10 units per pack; 5 packs per carton.

**Batten End clip:**
50 clips per pack; 10 packs per carton.

**Ridge End Pack Contains:**
2 ridge end caps and 4 screws; 10 packs per carton.

**Eaves Ridge Pack Contains:**
2 ridge closures 2 eaves closures and nails; 20 packs per carton.

Compatibility

The Klober Uni-Dry Verge suits most concrete and clay interlocking tiles between 280 & 345mm batten gauge. The Klober Uni-Dry Verge system may be used with the Klober dry ridge system or traditional mortar bedded ridge.

(Note: Batten gauge is measured top of tile batten to top of tile batten)

Colours

Slate Grey, Terracotta, Brown & White.

Typical verge detail

Dimensions

Klober Ltd, Unit 6F, East Midlands Distribution Centre, Short Lane, Castle Donington, Derbyshire, DE74 2HA
Tel: +44 (0)1332 813 050  Fax: +44 (0)1332 814 033  E-mail: info@klober.co.uk  Web: www.klober.co.uk